
DEMOLITION DERBY RULES
Last Updated August 17th, 2022

DISCLAIMER

These rules and/or regulations are designed to ensure racing events' orderly conduct
and establish minimum requirements for such events. These rules shall govern the

conditions of all events. Participants agree to be bound by these rules by participating
in these events.

PUBLICATION OR COMPLIANCE WITH THESE RULES AND/OR REGULATIONS DO NOT
IMPLY ANY WARRANTY OF SAFETY.

They are only intended as guides for the conduct of the sport and are in no way a
guarantee of safety for a participant, spectator, or official. It shall be the race

director's authority to permit minor deviations from the specifications herein to
impose any further restrictions that in his/her opinion do not alter the minimum

acceptable requirements.

SUCH ALTERATIONS OF SPECIFICATIONS DO NOT IMPLY ANY WARRANTY OF SAFETY.

Any interpretation or deviation from these rules is left to the officials' discretion.
Their decision is final.



----------------------------------------NOTES----------------------------------------

• ALL WORK ON CARS MUST BE COMPLETED  BEFORE
ENTERING ONTO BUD’S SPEEDWAY  PROPERTY.

• ANY CARS DEEMED UNSAFE BY OFFICIALS WILL  BE NOT BE

ALLOWED TO PARTICIPATE.

• BE CONSCIOUS THAT EVERYONE WILL BE  REQUIRED TO GO TO

WORK ON MONDAY – BE  SAFE, AND HAVE FUN!

APPROVED MODELS

● Must be a car.
● Must be a 2-wheel drive car. Front or rear drive. No 4WD cars accepted.

● NO Trucks, SUV’s or vans permitted.

BODY/BUMPERS

● NO cutting front bumper ends.

● Fenders may be cut for wheel clearance only.
● Only stock bumpers are allowed.

● Any trailer hitches MUST be completely removed. NO REINFORCING.

WINDSHIELD/WINDOWS

● Windshield is Mandatory. All other glass must be removed (not smashed

out).

● Outside mirrors, tail lights, and headlights must all be removed.

● Any broken glass must be removed from the car.

● Rolling the window down is NOT acceptable.

HOOD/TRUNK

● The hood and trunk may be fastened in four places.

● NO Hood Pins can be used.

● No welds on hoods or trunks.
● All entries must have a 24” diameter hole in the hood around the carburetor.



MOULDING/INTERIOR/EXTERIOR
● Chrome moldings, antenna, sun-visors, and other dangerous objects must be

removed.

● All airbag sensors must be disabled.

GAS TANK
● Stock gas tank behind the rear axle must be removed. Gas tanks in front of the rear axle/seat
are ok as is.
● An auxiliary gas tank MUST be no further than the rear of the front seat.

● Auxiliary gas tanks MUST be securely fastened. NO Bungee cords, wood, or rope can be used.
● Fire shield must be placed between the driver and the tank. Fire shield is a non-flammable

material  securely fastened around the tank, completely covering the tank, to keep gas from

splashing on the  driver if it should rupture. Using the back of the seat as a shield is NOT
ACCEPTABLE.

● ABSOLUTELY NO 1 Gallon, or 5 Gallon Gas cans (Jerry Cans) are allowed to be used as an
auxiliary  tank. The auxiliary tank MUST have gas line fittings in place. NO lines can be jammed

through a hole  and sealed. Only a securely installed fitting is acceptable.

● Any fuel leakage will lead to immediate disqualification. Electrical fuel pumps are permitted,

but  must have a fuel shut off switch within the driver’s reach. Fuel pump cut off switch is not

needed if  stock setup is being used.

BATTERY
● Only one automotive type battery is permitted and it may be located in any position in

the car.

● Battery MUST be securely fastened and covered.

ENGINE, DRIVETRAIN AND COMPONENTS
● Radiator and transmission cooler MUST remain in the original position OR be
removed.
● No welding of seams, or adding any metal to the frame.
● Must be  stock frame for that make and model.

● If Frame is broken, you may use a 4”x4” x 3/8” thick patch on the side of the break only.
NO other  patch will be accepted. Over repaired frames will be considered reinforced and

will result in  disqualification.

● ABSOLUTELY NO REINFORCING, ALTERING, or WELDING rear leaf springs. Leaf springs

MUST  conform to stock equipment.

● NO blocked shocks, spring jacks, or shackles.

● Cars MUST have a free suspension.

● All Cars MUST have breaks.

● Air shock lines MUST be cut.



TIRES AND RIMS
● Rims must be stock type and size.

● NO split rims.

● NO double or liquid filled tires.

● Passenger tires only.

● NO Studded, NO Tractor, NO Skid Steer, or off-road type tires permitted.

DOOR PROTECTION

● All doors must be securely fastened by chain or welded.

● Driver’s door must be reinforced on the outside using plated steel, or grader blades. ●
Reinforcing MUST extend from A Pillar to B Pillar. (Must start before drivers door and extend

past drivers door, no more than 1 ft)

DECORATION

● Cars may only be decorated in good taste. NO nudity, profanity, or hate

graphics.

SAFETY

● All cars MUST have breaks.

● Approved seat belts are required (original manufacturer's equipment) and/or harness.

● Driver must wear a racing suit (Fire retardant coveralls are acceptable) DOT approved full face
helmet.

● Car must have window/safety net on driver side.

● CAR MUST BE CLEANED OF ALL DEBRIS PRIOR ARRIVAL ON BUD’s
SPEEDWAY PROPERTY.

All rules are subject to change.

Contact track officials for any questions or concerns.


